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订货编制说明 Order description 

GPA-

出油口数

2~12

Quantity of oil 
outlets 

M

概述

Overview 

递进式黄油分配器，是一款设计先进、结构合理的油量分配器。它能够与

手动、电动、气动润滑泵等组成单线润滑系统，适用于各种中小型机床和

塑料机械设备，以及相似应用场合的理想产品。一组GPA分配器通常可提

供4、6、8、10或12个润滑点的润滑。GPA分配器只有0.3cc/cy一种规格

的排量。

   注：对于分配器的出油口，不能堵塞任一出油口，否则会影响其正常工

作，损坏分配器。

※

The progressive butter dispenser is an oil dispenser with advanced design 

and reasonable structure. It can form a single-line lubrication system with 

manual, electric and pneumatic lubrication pumps, etc. It is an ideal product 

for various small and medium-sized machine tools and plastic machinery 

and equipment, as well as similar applications. A set of GPA dispensers 

typically provides 4, 6, 8, 10 or 12 lubrication points for lubrication. The GPA 

distributor only has a displacement of 0.3cc/cy.

  Note: For the oil outlet of the distributor, do not block any oil outlet, 

otherwise it will affect its normal operation and damage the distributor.
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循环指⽰器
Cycle�indicator�

X

GPA型⻩油分配器

作动图
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1号活塞孔

2号活塞孔

3号活塞孔

4号活塞孔

5号活塞孔

产品外形尺寸图
Product dimension figure

GPA�type�butter�dispenser

GPA-2

无

NO

2

GPA-4

GPA-6 6

Model   Detecting switch   Outlet quantity 
型式 侦测开关 出口数

   Weight 
重量

300

3004

GPA-8 8

GPA-10 10

300

400

GPA-12 12 400

300

GPA 型式及技术参数
Model GPA and technical parameters 

2最大公称压力：60kgf/cm 。

标准排量：0.3cc/cy。

适用润滑剂范围(在标准温度下)：稀油润滑油≥R68号，油  脂000#-0#。

 工作环境温度：-10℃~+60℃。

装有机械式循环指示器的柱塞副最高循环速率：60cy/min。

柱塞副最高循环速率：200cy/min。

每组分配器可供润滑点数：4、6、8、10、12。

分配器输出的最佳管径与长度：Φ4mm 长0.5~2.5m。

壳体材料：铝合金。

GPA 分配器技术参数说明

Notes to technical parameters of the GPA distributor 
2Maximum nominal pressure: 60kgf/cm .

Standard displacement: 0.3cc/cy.

Applicable lubricant range (under standard temperature): thin oil 

lubricating oil ≥ R68, grease 000#-0#.

Working environment temperature: -10℃~+60℃.

The maximum cycle rate of the plunger pair equipped with the mechanical 

cycle indicator: 60cy/min.

The maximum circulation rate of the plunger pair: 200cy/min.

The number of lubrication points available for each group of distributors: 4, 

6, 8, 10, 12.

The optimal diameter and length of the distributor output: Φ4mm, 

0.5~2.5m long.

Housing material: aluminum alloy.

※

No. 1 piston hole

No. 2 piston hole

No. 3 piston hole

No. 4 piston hole

No. 5 piston hole

Action figure

Belt loop indicator带循环指示器

不带循环指示器 Don't take cycle indicator

出口数为2~12位 The oil outlet is at position 2~12.

Blank   空白

订货编制说明 Order description 

GPB�- -
⼯作⽚数 Number of work

3片 pieces.03

04

05

4 片 pieces.

5 片 pieces. 

 注：工作片数可定做3~10片      

/�.....�-��

循环开关⽅式 Cycle switch mode

不带指⽰棒

带机械式循环指示棒  

带微动开关式循环指示器 

带电子式循环开关指示器

    R

    M

    D

出油⼝管径
4

Outlet pipe diameter 

接Φ4管

6 接Φ6管

⼊油⼝管径Enter pipe diameter 

8 接Φ8管

6 接Φ6管

工作片规格标记符

例： D30SL

Worksheet Spec Marker 

GPB系列递进式分配器，是一种设计先进、结构合理的油量分配器。
GPB分配器系列可以用于高压和宽温度变化的工况，它能够与手动、电
动、气动泵等组成单线润滑系统，适用于各种中型机床和塑料机械设备，
或大型单线润滑系统的子分配器，以及相似应用场合的理想产品。

一组典型的GPB分配器包括由一片“首片”、一片“尾片”和3至10工作
片构成。通常一组分配器可提供为3至20个润滑点的润滑。GPB分配器的
工作片，有各种规格的排量（详见技术规格）。双出油口工作片（在工作
片的规格数值后，用T表示双出油口），有两个出油口，分别在工作片的
两端；单出油口工作片（在工作片规格数值后，用S表示单出油口）有一
个出油口，它可以在工作片的任一端，而另一端出油口处则需要堵塞。注
意对于双出油口工作片，不能堵塞任一出油口，否则会损坏分配器，影响
其正常工作。

概述

Connected toΦ4pipe 

Connected toΦ6pipe 

Connected toΦ8pipe 

Connected toΦ6pipe Note: The number of working pieces can
be customized 3~10 pieces

Without indicator stick

With mechanical cycle indicator

With micro switch type cycle indicator

With electronic cycle switch indicator

Blank   
空白

产品外形尺寸图
Product dimension figure

A
B
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M10*1.0

M12*1.5
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99
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2
1

22.5

151.2 203 233.6 2846

3
4
5

10

7
8
9

A(mm) B(mm)

89.4
110

130.6

143
163
183

171.8
192.4
213

223
244
264

工作片数
number

注:A和B为理论值,由于分配器装配存在累计误差,
会与实际尺⼨有所出⼊。

A(mm) B(mm)

※

工作片数
number

Overview 
GPB series progressive distributor is an oil distributor with advanced design and 
reasonable structure. The GPB distributor series can be used for high pressure and 
wide temperature change conditions. It can form a single-line lubrication system 
with manual, electric and pneumatic pumps, etc. It is suitable for various medium-
sized machine tools and plastic machinery equipment, or sub-distribution of large 
single-line lubrication systems. devices, and ideal products for similar applications.

A typical set of GPB distributors consists of a "first piece", a "tail piece" and 3 to 10 
working pieces. Typically a set of dispensers provides lubrication for 3 to 20 
lubrication points. The working pieces of the GPB distributor are available in various 
sizes of displacement (see technical specifications for details). Double oil outlet 
working piece (after the specification value of the working piece, use T to indicate 
double oil outlet), there are two oil outlets, respectively at both ends of the working 
piece; single oil outlet working piece (in the working piece specification After the 
value, use S for single oil outlet) There is an oil outlet, which can be at either end of 
the working piece, and the oil outlet at the other end needs to be blocked. Note that 
for the double oil outlet working piece, any oil outlet cannot be blocked, otherwise 
the distributor will be damaged and its normal operation will be affected.

Note: A and B are theoretical values, due to the 
cumulative error of the distributor assembly,
May differ from actual size.

※

Maximum working pressure: 25MPa

Minimum starting pressure: 1.4MPa

Standard displacement per port: 0.08ml/cy~0.56ml/cy

Applicable lubricant range (at standard temperature): lubricating oil ≥ N68, 
grease NLGI 00O #～2#

Working environment temperature: -20℃~+60℃ (low temperature grease should 
be used at low temperature)

Plunger pair with mechanical cycle indicator Maximum cycle rate: 60cy/min

Maximum circulation rate of plunger pair: 200cy/min

Number of working pieces of each group of distributors: 3~10 pieces

The number of lubrication points available for each group of distributors: 3~20 
points

The optimal diameter and length of the distributor output: Φ6mm long 1.2~3.5m; 
8mm long 1.5~4.5m

Body material and coating: galvanized carbon steel surface

技术参数
最大工作压力：25MPa
最小启动压力：1.4MPa
单口标准排量：0.08ml/cy~0.56ml/cy
适用润滑剂范围 （在标准温度下）：润滑油≥N68号，
润滑脂NLGI 00O ＃～2＃
工作环境温度：-20℃~+60℃（低温时应使用低温脂）
装有机械式循环指示器的柱塞副最高循环速率：60cy/min
柱塞副最高循环速率：200cy/min
每组分配器工作片数：3~10片
每组分配器可供润滑点数：3~20点
分配器输出的最佳管径与长度：Φ6mm长1.2~3.5m;
8mm长1.5~4.5m
阀体材料及镀层：碳钢表面镀锌

Technical parameter  
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①⑤分配器（片）相邻给油口上下合并状态标记：

      U：表示该出油口与相邻上片给油口合并。

      M：表示该出油口与相邻上片、相邻下片给油口同时合并。  

      D:表示该给油口与相邻下片给油口合并。

      空白:表示不与相邻上下片给油口合并。

②分配器（片）给油量规格代号：

      05——0.08ml/cy;          10——0.16ml/cy;

      15——0.24ml/cy;          20——0.32ml/cy;

      25——0.40ml/cy;          30——0.48ml/cy;.

      35——0.56ml/cy。

③分配器（片）左右给油口合并状态标记：

      S：表示该片左右给油口合并。

      空白:表示左右油口不合并。

④分配器（片）给油口状态标记：

      T：表示该片左、右侧均设给油口。

      Z：表示该片不设给油口。

      L：表示该片单出口，左侧设置给油口。

      R：表示该片单出口，右侧设置给油口。

⑥循环指示器组装位置:

L 表示该片设有指示器且装在该片左端。

R∶表示该片设有指示器且装在该片右端。

空白:表示该片不设指示器。

工作片标记符

Worksheet marker   
①⑤Distributor (slice) adjacent oil supply port upper and lower 

merge status mark:

      U: Indicates that the oil outlet is merged with the oil supply 

port of the adjacent upper piece.

      M: Indicates that the oil outlet is merged with the adjacent 

upper and lower oil feed ports at the same time.

      D: Indicates that the oil supply port is merged with the 

adjacent lower plate oil supply port.

      Blank: Indicates that it is not merged with the oil supply 

ports of the adjacent upper and lower parts.

②The oil supply specification code of the distributor (piece):

      05——0.08ml/cy; 10——0.16ml/cy;

      15——0.24ml/cy; 20——0.32ml/cy;

      25——0.40ml/cy; 30——0.48ml/cy;.

      35——0.56ml/cy.

③The combined status mark of the left and right oil supply 

ports of the distributor (piece):

      S: Indicates that the left and right oil feed ports of the 

film are combined.

      Blank: Indicates that the left and right ports are not merged.

④Distributor (piece) to oil port status mark:

      T: Indicates that the left and right sides of the film are 

provided with oil supply ports.

      Z: Indicates that the film has no oil supply port.

      L: Indicates that the chip has a single outlet, and the oil 

supply port is set on the left side.

      R: Indicates that the chip has a single outlet, and the oil 

supply ort is set on the right side.

⑥Cycle indicator assembly position:

L: Indicates that the piece is equipped with an indicator and 

is installed at the left end of the piece.

R: Indicates that the sheet is provided with an indicator and 

is mounted on the right end of the sheet.

Blank: Indicates that there is no indicator for this slice.

① ② ③ ④ ⑤

0.64mL

0.32mL0.32mL

1.28mL

20T

D20RD

M20ZU

U20SL

入油口 oil inlet

GPB-04-20T/D20RD/M20ZU/U20SL

⑥

-

注：

为保证分配器的标准安装，请在安装处预留⾸⽚(或尾⽚)上
的两个安装螺孔,待现场安装再依据实物配钻其余的两个。

大于或等于规格�20T 或 20S 的阀⽚上，才可装循环指⽰器。
可⽤乘积⽅式表⽰多个相邻且相同规格的⼯作⽚，
如：GPB-04-20T*3/20SL-66。
用⼾需改变进、出油管直径，请在订货时说明。
用⼾在任何情况下，不得将分配器的出油⼝封堵，
以免超压损坏分配器。
工作片最少成组为3片，最多成组为10片。

※

Note※

The cycle indicator can only be installed on the valve plate with a size 

greater than or equal to 20T or 20S.

Multiple adjacent work pieces of the same specification can be 

represented by multiplication, such as: GPB-04-20T*3/20SL-66.

Users need to change the diameter of the inlet and outlet pipes, 

please specify when ordering.

The user must not block the oil outlet of the distributor under any 

circumstances, so as not to damage the distributor due to overpressure.

The minimum number of working pieces is 3 pieces, and the maximum 

group is 10 pieces.

In order to ensure the standard installation of the distributor, please 

reserve two installation screw holes on the first piece (or tail piece) 

at the installation place, and then drill the remaining two according 

to the actual object after on-site installation.

GPC
油脂分配器

递进式油脂分配器 Butter lubricating system 

型(Type)

入油口 oil inlet

A

Y

Y

Y

B

Y

例：GPC-04-YYBYYA

订货编制说明 Order description 

接Φ8管

接Φ6管

Connected toΦ8pipe 

Connected toΦ6pipe 

不带指⽰棒

带机械式循环指示棒  

带微动开关式循环指示器 

带电子式循环开关指示器

    R

    M

    D

Without indicator stick

With mechanical cycle indicator

With micro switch type cycle indicator

With electronic cycle switch indicator

Blank   
空白

 注：最多可设20个出油口      

GPC - -

出油口数 Number of oil outlets

03

04

3 个出油口数

注:按出油口顺序排列

出油方式 Oil delivery method

Y 正常出油口

A 同柱塞出油口相通

B 与相邻上一出油口相通

05

4 个出油口数

5 个出油口数

出油⼝管径Outlet pipe diameter 

6 Connected toΦ6pipe 接Φ6管

⼊油⼝管径Enter pipe diameter 

8

6

-

循环开关⽅式 Cycle switch mode

3 oil outlets

4 oil outlets

5 oil outlets

Note: Up to 20 oil outlets can be set      

normal oil outlet

Connected to the plunger outlet

Connected to the adjacent 
previous oil outlet

Note: Arranged in order of oil outlet

整体式递进式分配器GPC可在集中润滑系统中为各润滑点提供计量润

滑，具有节能、高效的优点，最多可设20个出油口，工作压力高，防

尘防腐蚀，适用于恶劣环境的工况，是车辆、工程机械、机床、风力

发 电 机 、 塑 料 机 械 等 集 中 润 滑 的 理 想 产 品 。 单 出 口 排 量 为

0.20ml/cy，可 以 通 过 拆 除 堵 头 和 钢 球 以 及 更 换 出 油 堵 塞 ， 提 供

0.40mlcy、0.60mlcy等整数倍排量。当润滑剂从进油口进入分配器，

分配器就会以递进式的方式连续运行，并以恒定的排量注油。一旦润

滑剂停止流动，分配器中的所有柱塞也将停止运动。可以通过安装特

定的指示器观察一个出油口柱塞的运动，便可监测整个分配器的运行

状况。一旦发生堵塞，便可实现报警。

概述

Overview 
The integral progressive distributor GPC can provide metered lubrication for 
each lubrication point in the centralized lubrication system, with the 
advantages of energy saving and high efficiency, up to 20 oil outlets, high 
working pressure, dustproof and anti-corrosion, suitable for harsh It is an 
ideal product for centralized lubrication of vehicles, construction machinery, 
machine tools, wind turbines, plastic machinery, etc. The single outlet 
displacement is 0.20ml/cy. It can provide integer multiple displacements 
such as 0.40mlcy and 0.60mlcy by removing the plug and steel ball and 
replacing the oil outlet plug. As the lubricant enters the distributor from the oil 
inlet, the distributor operates continuously in a progressive manner and fills 
with oil at a constant displacement. Once the flow of lubricant stops, all 
plungers in the dispenser will also stop moving. The operation of the entire 
distributor can be monitored by installing specific indicators to observe the 
movement of one outlet plunger. Once a blockage occurs, an alarm can be 
achieved.

产品外形尺寸图
Product dimension figure

20

5 25
L

108.2

141.6

φ
5.5

30

出油口数
Number of oil outlets

6 8 10 12 14 16 18 20

L 60 75 90 105 120 135 150 165

最大工作压力：30MPa

标准排量：0.2ml/cy

工作环境温度:-20℃~+80℃

适用润滑剂范围(在标准温度下)：NLGI:000#-2#;

≥N68号

技术参数 Technical parameter  

Maximum working pressure: 30MPa

Standard displacement: 0.2ml/cy

Working temperature: -20℃~+80℃

Applicable lubricant range (at standard temperature): 

NLGI:000#-2#;≥N68

Progressive grease distributor Progressive grease distributor 



0.64mL

0.32mL0.32mL

1.28mL

20T

D20RD

M20ZU

U20SL

入油口 oil inlet

A
B

M8*1.0

M10*1.0

27

6

4
-

M
5

83

62

19

1
5

19
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GPD
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油脂分配器 Progressive butter distributor 

递进式油脂分配器 Butter lubricating system 

型(Type)

订货编制说明 Order description 

GPD�- -
⼯作⽚数 Number of work

3片 pieces.03

04

05

4 片 pieces.

5 片 pieces. 

 注：工作片数可定做3~8片      

/�.....�-��

循环开关⽅式 Cycle switch mode

不带指⽰棒

带机械式循环指示棒  

带微动开关式循环指示器 

带电子式循环开关指示器

    R

    M

    D

出油⼝管径
4

Outlet pipe diameter 

接Φ4管

6 接Φ6管

⼊油⼝管径Enter pipe diameter 

8 接Φ8管

6 接Φ6管

工作片规格标记符

例： D30SL

Worksheet Spec Marker 

GPD系列递进式分配器，是一种设计先进、结构合理的油量分配器。
GPD分配器系列可以用于高压和宽温度变化的工况，它能够与手动、电
动、气动泵等组成单线润滑系统，适用于各种中型机床和塑料机械设备，
或大型单线润滑系统的子分配器，以及相似应用场合的理想产品。

一组典型的GPD分配器包括由一片“首片”、一片“尾片”和3至8工作片
构成。通常一组分配器可提供为3至16个润滑点的润滑。GPD分配器的工
作片，有各种规格的排量（详见技术规格）。双出油口工作片（在工作片
的规格数值后，用T表示双出油口），有两个出油口，分别在工作片的两
端；单出油口工作片（在工作片规格数值后，用S表示单出油口）有一个
出油口，它可以在工作片的任一端，而另一端出油口处则需要堵塞。注意
对于双出油口工作片，不能堵塞任一出油口，否则会损坏分配器，影响其
正常工作。

概述

Connected toΦ4pipe 

Connected toΦ6pipe 

Connected toΦ8pipe 

Connected toΦ6pipe Note: The number of working pieces can
be customized 3~8 pieces

Without indicator stick

With mechanical cycle indicator

With micro switch type cycle indicator

With electronic cycle switch indicator

Blank   
空白

产品外形尺寸图
Product dimension figure

3
4
5

A(mm) B(mm)工作片数
number

注:A和B为理论值,由于分配器装配存在累计误差,
会与实际尺⼨有所出⼊。

A(mm) B(mm)

※

工作片数
number

Overview 
GPD series progressive distributor is an oil distributor with advanced design and 
reasonable structure. The GPD distributor series can be used for high pressure and 
wide temperature changes. It can form a single-line lubrication system with manual, 
electric and pneumatic pumps, etc. It is suitable for various medium-sized machine 
tools and plastic machinery equipment, or sub-distribution of large single-line 
lubrication systems. devices, and ideal products for similar applications.

A typical set of GPD distributors consists of a "first piece", a "tail piece" and 3 to 8 
working pieces. Typically a set of distributors provides lubrication for 3 to 16 
lubrication points. The work piece of the GPD distributor is available in various sizes 
of displacement (see technical specifications for details). Double oil outlet working 
piece (after the specification value of the working piece, use T to indicate double oil 
outlet), there are two oil outlets, respectively at both ends of the working piece; 
single oil outlet working piece (in the working piece specification After the value, use 
S for single oil outlet) There is an oil outlet, which can be at either end of the working 
piece, and the oil outlet at the other end needs to be blocked. Note that for the 
double oil outlet working piece, any oil outlet cannot be blocked, otherwise the 
distributor will be damaged and its normal operation will be affected.

Note: A and B are theoretical values, due to the 
cumulative error of the distributor assembly,
May differ from actual size.

※

Maximum working pressure: 16MPa

Minimum starting pressure: 1.4MPa

Standard displacement per port: 0.08ml/cy~0.32ml/cy

Applicable lubricant range (at standard temperature): lubricating oil ≥ N68, 
grease NLGI 00O #～2#

Working environment temperature: -20℃~+60℃ (low temperature grease should 
be used at low temperature)

Plunger pair with mechanical cycle indicator Maximum cycle rate: 60cy/min

Maximum circulation rate of plunger pair: 200cy/min

Number of working pieces of each group of distributors: 3~8 pieces

The number of lubrication points available for each group of distributors: 3~16 
points

The optimal pipe diameter and length of the distributor output: Φ4mm long 
0.5~2.5m; 6mm long 1.2~3.5m

Body material and coating: galvanized carbon steel surface

技术参数

最大工作压力：16MPa
最小启动压力：1.4MPa
单口标准排量：0.08ml/cy~0.32ml/cy
适用润滑剂范围 （在标准温度下）：润滑油≥N68号，
润滑脂NLGI 00O ＃～2＃
工作环境温度：-20℃~+60℃（低温时应使用低温脂）
装有机械式循环指示器的柱塞副最高循环速率：60cy/min
柱塞副最高循环速率：200cy/min
每组分配器工作片数：3~8片
每组分配器可供润滑点数：3~16点
分配器输出的最佳管径与长度：Φ4mm长0.5~2.5m;
6mm长1.2~3.5m
阀体材料及镀层：碳钢表面镀锌

Technical parameter  

105 1246
7
8

59.5
74.5
89.5

79.5
94.5
109

120
135

138.5
153.5

①⑤分配器（片）相邻给油口上下合并状态标记：

      U：表示该出油口与相邻上片给油口合并。

      M：表示该出油口与相邻上片、相邻下片给油口同时合并。  

      D:表示该给油口与相邻下片给油口合并。

      空白:表示不与相邻下片给油口合并。

②GPD分配器（片）给油量规格代号：

      05——0.08ml/cy; 

      10——0.16ml/cy;

      15——0.24ml/cy;

      20——0.32ml/cy;

③分配器（片）左右给油口合并状态标记：

      S：表示该片左右给油口合并。

      空白:表示左右油口不合并。

④分配器（片）给油口状态标记：

      T：表示该片左、右侧均设给油口。

      Z：表示该片不设给油口。

      L：表示该片单出口，左侧设置给油口。

      R：表示该片单出口，右侧设置给油口。

⑥循环指示器组装位置:

L 表示该片设有指示器且装在该片左端。

R∶表示该片设有指示器且装在该片右端。

空白:表示该片不设指示器。。

工作片标记符

Worksheet marker   
①⑤Distributor (slice) adjacent oil supply port upper and lower 

merge status mark:

      U: Indicates that the oil outlet is merged with the oil supply 

port of the adjacent upper piece.

      M: Indicates that the oil outlet is merged with the adjacent 

upper and lower oil feed ports at the same time.

      D: Indicates that the oil supply port is merged with the 

adjacent lower plate oil supply port.

      Blank: Indicates that it is not merged with the oil feed port 

of the adjacent lower piece.

②GPD distributor (piece) specification code for oil supply:

      05——0.08ml/cy;

      10——0.16ml/cy;

      15——0.24ml/cy;

      20——0.32ml/cy;

③The combined status mark of the left and right oil supply ports 

of the distributor (piece):

      S: Indicates that the left and right oil feed ports of the film are 

combined.

      Blank: Indicates that the left and right ports are not merged.

④Distributor (piece) to oil port status mark:

      T: Indicates that the left and right sides of the film are provided 

with oil supply ports.

      Z: Indicates that the film has no oil supply port.

      L: Indicates that the chip has a single outlet, and the oil supply

 port is set on the left side.

      R: Indicates that the chip has a single outlet, and the oil supply 

port is set on the right side.

⑥Cycle indicator assembly position:

L: Indicates that the piece is equipped with an indicator and is 

installed at the left end of the piece.

R: Indicates that the sheet is provided with an indicator and is 

mounted on the right end of the sheet.

Blank: Indicates that there is no indicator for this slice. .

① ② ③ ④ ⑤

GPD-04-20T/D20RD/M20ZU/U20SL

⑥

-

注：

为保证分配器的标准安装，请在安装处预留⾸⽚(或尾⽚)上
的两个安装螺孔,待现场安装再依据实物配钻其余的两个。

大于或等于规格 20T 或 20S 的阀片上，才可装循环指示器。

可用乘积方式表示多个相邻且相同规格的工作片，

如：GPD-04-20T*3/20SL-66。

用⼾需改变进、出油管直径，请在订货时说明。
用⼾在任何情况下，不得将分配器的出油⼝封堵，
以免超压损坏分配器。
工作片最少成组为3片，最多成组为8片。

※

Note※

The cycle indicator can only be installed on the valve plate with a size 

greater than or equal to 20T or 20S.

Multiple adjacent work pieces of the same specification can be 

represented by multiplication, such as: GPD-04-20T*3/20SL-66.

Users need to change the diameter of the inlet and outlet pipes, 

please specify when ordering.

The user must not block the oil outlet of the distributor under any 

circumstances, so as not to damage the distributor due to overpressure.

The minimum grouping of working pieces is 3 pieces, 

and the maximum grouping is 8 pieces.

In order to ensure the standard installation of the dispenser, please 

reserve two mounting screw holes on the first piece (or tail piece) at 

the installation place, and then drill the remaining two according to 

the food after on-site installation.


	1-封面
	2-简介
	3-容积式
	4-抵抗式
	5-黄油
	6-油气
	7-配件
	8-索引OK

